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FE200865 Length: 63"

Non-Retractable Fixed-Point Shoulder Belt  
with Quick Disconnect
The Quick Disconnect Shoulder Belt can be mounted to the 
existing original equipment shoulder belt anchor bolt. This 
allows it to be used along with the original equipment shoulder 
belt. The Quick Disconnect Shoulder Belt can be easily removed, 
by using the single push-button buckle, allowing a passenger 
sitting on the flip seat to use the original equipment shoulder 
belt. When a wheelchair is placed in the same area, the Quick 
Disconnect Shoulder Belt connects to its short anchor strap 
by using the single push-button buckle.

FE200936 Length: 100"

Retractable Fixed-Point Shoulder Belt 
Retractable Fixed-Point Shoulder Belt provides automatic 
webbing adjustment for proper shoulder belt placement on 
the occupant. Retractor can be mounted directly to the 
upper point of vehicle sidewall with mounting hardware 
included.

FE200604 Length: 112"

FE200604L Length: 136"

Retractable Fixed-Point Shoulder Belt
Retractable Fixed-Point Shoulder Belt provides automatic 
webbing adjustment. Web guide can be mounted directly to the 
vehicle sidewall or Series L Track with FE200745, FE200747 
or FE200736 Mounting Hardware Kit. Retractor can be 
mounted to the vehicle floor or sidewall, or can be converted
from a fixed-point to a track application with FE200747,
FE201037 or FE201039 Mounting Hardware Kit.

FE200604HA Length: 136"

Retractable Fixed-Point Shoulder Belt 
with Height Adjuster
Retractable Fixed-Point Shoulder Belt provides automatic 
webbing adjustment. Web guide can be mounted directly 
to the vehicle sidewall or Series L Track with FE200745, 
FE200747 or FE200736 Mounting Hardware Kit. Retractor 
can be mounted to the vehicle floor or sidewall, or can be 
converted from a fixed-point to a track application with 
FE200747, FE201037 or FE201039 Mounting Hardware Kit. 
Height Adjuster provides nearly 12" of vertical adjustment 
to allow proper shoulder belt placement on the occupant. 
A Velcro strap is provided to keep belt against the vehicle 
sidewall when not in use.

Shoulder Belts
FE200599 Length: 52"

FE200732 Length: 82"

Non-Retractable Shoulder Belt 
for Series L Track
Non-Retractable Shoulder Belt attaches to Series L
Track on vehicle sidewall, providing increased 
positioning flexibility for multiple station vehicles.

FE200613 Length: 52"

FE200716 Length: 82"

Non-Retractable Shoulder Belt 
for Series A Track
Non-Retractable Shoulder Belt attaches to Series A
Track on vehicle sidewall, providing increased 
positioning flexibility for multiple station vehicles.

FE200599HA Length: 72"

Non-Retractable Shoulder Belt
with Height Adjuster
Non-Retractable Shoulder Belt attaches to Series L
Track on vehicle sidewall and floor, providing increased 
positioning flexibility for multiple station vehicles. Height
Adjuster provides nearly 12" of vertical adjustment to
allow proper shoulder belt placement on the occupant.
A Velcro strap is provided to keep belt against the vehicle
sidewall when not in use.

FE200710 Length: 52"

FE200710L Length: 82"

Non-Retractable Fixed Point Shoulder Belt
Non-Retractable Fixed-Point Shoulder Belt can be mounted 
directly to the vehicle sidewall or Series L Track with FE200745, 
FE200747 or FE200736 Mounting Hardware Kit.

Hardware shown is included on the following 
occupant restraint systems:
AL700727(HA)
AL700856(HA)
FE200727(HA)
FE200856(HA)
FE200710(HA)
FE200710L
FE200604(HA)
FE200604L

Always secure the occupant in the vehicle with a
complete Sure-Lok Occupant Restraint System, consisting of
lap and shoulder belts. Secure the wheelchair in the vehicle
with a Sure-Lok Wheelchair Tie-Down System.

FE200710HA Length: 72"

Non-Retractable Fixed-Point Shoulder Belt 
with Height Adjuster
Non-Retractable Fixed-Point Shoulder Belt web guide 
can be mounted directly to the vehicle sidewall or Series L 
Track with FE200745, FE200747 or FE200736 Mounting
Hardware Kit. Bottom bracket can be mounted to the vehicle 
floor or sidewall, or can be converted from a fixed-point to 
a track application with FE200747, FE201037 or FE201039 
Mounting Hardware Kit. Height Adjuster provides nearly 12" 
of vertical adjustment to allow proper shoulder belt placement 
on the occupant. A Velcro strap is provided to keep belt ends 
up against the vehicle sidewall when not in use.




